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Dimensions and Part Numbers
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 Size Wt (Lbs) H x W x L 

  40 4895 21 x 63 x 81 

 

Dimensions and Weights

* Flanged 
Maximum test pressure is 
1.5 times design pressure.

Size 
(in) Part Number

Hinge
 Orientation

Wall 
Thickness Nitrile Low-Temp Nitrile FKM Low-Temp FKM

38 12363225 RH 1.250in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361778 RH 1.125in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361779 RH 1.000in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361780 RH .875in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361781 RH .750in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361782 RH .625in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361783 RH .500in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361784 RH .375in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12363226 RH 1.250in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361785 RH 1.125in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361786 RH 1.000in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361787 RH .875in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361788 RH .750in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361789 RH .625in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361790 RH .500in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361791 RH .375in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12363223 LH 1.250in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361792 LH 1.125in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361793 LH 1.000in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361794 LH .875in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361795 LH .750in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361796 LH .625in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361797 LH .500in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361798 LH .375in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12363224 LH 1.250in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361799 LH 1.125in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361800 LH 1.000in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361801 LH .875in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361802 LH .750in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361803 LH .625in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361804 LH .500in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361805 LH .375in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12363254* RH 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12363255* RH 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12363256* LH 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12363257* LH 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53
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Dimensions and Part Numbers

42-inch
ASME B31.4/31.8/CSA Z662 Cat. II
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 Size Wt (Lbs) H x W x L 

  42 5040 20 x 66 x 83 

 

Dimensions and Weights

* Flanged 
Maximum test pressure is 
1.5 times design pressure.

Size 
(in) Part Number

Hinge 
Orientation

Wall 
Thickness Nitrile Low-Temp Nitrile FKM Low-Temp FKM

42 12353616 RH 1.250in 19-3700-4023-50 19-3700-4023-51 19-3700-4023-53 19-3700-4023-55

42 12353617 RH 1.125in 19-3700-4023-50 19-3700-4023-51 19-3700-4023-53 19-3700-4023-55

42 12353618 RH 1.000in 19-3700-4023-50 19-3700-4023-51 19-3700-4023-53 19-3700-4023-55

42 12353619 RH .875in 19-3700-4023-50 19-3700-4023-51 19-3700-4023-53 19-3700-4023-55

42 12353620 RH .750in 19-3700-4023-50 19-3700-4023-51 19-3700-4023-53 19-3700-4023-55

42 12353621 RH .625in 19-3700-4023-50 19-3700-4023-51 19-3700-4023-53 19-3700-4023-55

42 12353622 RH .500in 19-3700-4023-50 19-3700-4023-51 19-3700-4023-53 19-3700-4023-55

42 12362813 RH .375in 19-3700-4023-50 19-3700-4023-51 19-3700-4023-53 19-3700-4023-55

42 12356279 LH 1.250in 19-3700-4023-50 19-3700-4023-51 19-3700-4023-53 19-3700-4023-55

42 12356280 LH 1.125in 19-3700-4023-50 19-3700-4023-51 19-3700-4023-53 19-3700-4023-55

42 12356281 LH 1.000in 19-3700-4023-50 19-3700-4023-51 19-3700-4023-53 19-3700-4023-55

42 12356282 LH .875in 19-3700-4023-50 19-3700-4023-51 19-3700-4023-53 19-3700-4023-55

42 12356283 LH .750in 19-3700-4023-50 19-3700-4023-51 19-3700-4023-53 19-3700-4023-55

42 12356284 LH .625in 19-3700-4023-50 19-3700-4023-51 19-3700-4023-53 19-3700-4023-55

42 12356285 LH .500in 19-3700-4023-50 19-3700-4023-51 19-3700-4023-53 19-3700-4023-55

42 12362854 LH .375in 19-3700-4023-50 19-3700-4023-51 19-3700-4023-53 19-3700-4023-55

42 12363233* RH 19-3700-4023-50 19-3700-4023-51 19-3700-4023-53 19-3700-4023-55

42 12363234* LH 19-3700-4023-50 19-3700-4023-51 19-3700-4023-53 19-3700-4023-55

© 2020 T.D. Williamson
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Dimensions and Part Numbers
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Size 
(in) Part Number

Hinge 
Orientation

Wall 
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Dimensions and Part Numbers

34-inch
ASME B31.4/B31.8/CSA Z662 Cat. II  
ASME BVPC Sec. VIII Div. 1 U-Stamp (Head)
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 Size Wt (Lbs) H x W x L 
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Dimensions and Weights

* Flanged 
Maximum test pressure is 
1.5 times design pressure.

Size 
(in)

Part Number
Hinge 

Orientation
Wall 

Thickness Nitrile Low-Temp Nitrile FKM Low-Temp FKM

34 12361760 RH 1.000in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361761 RH .875in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361762 RH .750in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361763 RH .625in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361764 RH .500in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361765 RH .375in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361772 LH 1.000in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361773 LH .875in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361774 LH .750in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361775 LH .625in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361776 LH .500in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361777 LH .375in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12362968 LH .250in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12363251* RH 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12363253* LH 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

© 2020 T.D. Williamson
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36-inch
ASME B31.4/B31.8/CSA Z662 Cat. II  
ASME BVPC Sec. VIII Div. 1 U-Stamp (Head)
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* Flanged
Maximum test pressure is
1.5 times design pressure.

Size 
(in)

Part Number
Hinge 

Orientation
Wall 

Thickness
Nitrile Low-Temp Nitrile FKM Low-Temp FKM

34 12361754 RH 1.000in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361755 RH .875in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361756 RH .750in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361757 RH .625in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361758 RH .500in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361759 RH .375in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12362965 RH .250in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361760 RH 1.000in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361761 RH .875in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361762 RH .750in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361763 RH .625in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361764 RH .500in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361765 RH .375in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12362966 RH .250in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361766 LH 1.000in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361767 LH .875in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361768 LH .750in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361769 LH .625in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361770 LH .500in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361771 LH .375in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12362967 LH .250in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361772 LH 1.000in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361773 LH .875in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361774 LH .750in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361775 LH .625in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361776 LH .500in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12361777 LH .375in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12362968 LH .250in 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12363250* RH 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12363251* RH 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12363252* LH 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

34 12363253* LH 19-3700-3250-50 19-3700-3250-51 19-3700-3250-53 19-3700-3250-55

 Size Wt (Lbs) H x W x L 

    36 3523 18 x 58 x 76 

 

Dimensions and Weights

* Flanged 
Maximum test pressure is 
1.5 times design pressure.

Size 
(in)

Part Number
Hinge 

Orientation
Wall 

Thickness Nitrile Low-Temp Nitrile FKM Low-Temp FKM

36 12351954 RH 1.125in 19-3700-3432-50 19-3700-3432-51 19-3700-3432-53 19-3700-3432-55

36 12356003 RH 1.000in 19-3700-3432-50 19-3700-3432-51 19-3700-3432-53 19-3700-3432-55

36 12355829 RH .875in 19-3700-3432-50 19-3700-3432-51 19-3700-3432-53 19-3700-3432-55

36 12355830 RH .750in 19-3700-3432-50 19-3700-3432-51 19-3700-3432-53 19-3700-3432-55

36 12355831 RH .625in 19-3700-3432-50 19-3700-3432-51 19-3700-3432-53 19-3700-3432-55

36 12355832 RH .500in 19-3700-3432-50 19-3700-3432-51 19-3700-3432-53 19-3700-3432-55

36 12355833 RH .375in 19-3700-3432-50 19-3700-3432-51 19-3700-3432-53 19-3700-3432-55

36 12355840 LH 1.125in 19-3700-3432-50 19-3700-3432-51 19-3700-3432-53 19-3700-3432-55

36 12356008 LH 1.000in 19-3700-3432-50 19-3700-3432-51 19-3700-3432-53 19-3700-3432-55

36 12355841 LH .875in 19-3700-3432-50 19-3700-3432-51 19-3700-3432-53 19-3700-3432-55

36 12355842 LH .750in 19-3700-3432-50 19-3700-3432-51 19-3700-3432-53 19-3700-3432-55

36 12355843 LH .625in 19-3700-3432-50 19-3700-3432-51 19-3700-3432-53 19-3700-3432-55

36 12355844 LH .500in 19-3700-3432-50 19-3700-3432-51
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 Size Wt (Lbs) H x W x L 

    38  x  x  

 

Dimensions and Weights

* Flanged 
Maximum test pressure is 
1.5 times design pressure.

Size 
(in) Part Number

Hinge 
 Orientation

Wall 
Thickness Nitrile Low-Temp Nitrile FKM Low-Temp FKM

38 12363226 RH 1.250in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361785 RH 1.125in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361786 RH 1.000in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361787 RH .875in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361788 RH .750in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361789 RH .625in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361790 RH .500in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55

38 12361791 RH .375in 19-3700-3682-50 19-3700-3682-51 19-3700-3682-53 19-3700-3682-55
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